
The GSW series is available with a range of accessories providing a versatile 
solution to a variety of applications. 
This family of generators offers the best performance under the most difficult and 
variable operating conditions.
Ideal for major industrial areas that need an extra power source.

gsw series
Energy for public
and industrial USES

Availability of different cubicle solutions Fuel water filter separator Moving and rotating parts protection Manual oil Drain Pump

(1)	 This Generator is normally intended to be used for stationary application only. In this case, its engine would not have to comply with EU 2004/26/EC Stage IIIA (EU 2011) Directive
	 (no need for subsequent modifications and/or integrations).

GENERATING SET GSW65P GSW80P GSW110P GSW150P (1) GSW155P GSW165P (1) GSW170P GSW210P
STAND BY POWER LTP kW/kVA 53,5/67,0 66,0/83,0 91,7/114,7 114,4/143,0 114,4/143,0 131,2/164,0 131,2/164,0 163,1/203,8
PRIME POWER PRP kW/kVA 48,6/60,7 62,4/78,0 83,1/103,9 109,6/137,0 109,6/137,0 120,5/150,6 120,6/150,8 147,2/184,0
Voltage Volt/ FREQUENCY Hz 400/50 400/50 400/50 400/50 400/50 400/50 400/50 400/50
Phases 3 3 3 3 3 3 3 3
ENGINE
BRAND Perkins Perkins Perkins Perkins Perkins Perkins Perkins Perkins
Model 1103A-33TG2 1104A-44TG2 1104C-44TAG2 1006 TAG 1106C-E66TAG2 1006 TAG2 1106C-E66TAG3 1106C-E66TAG4
Cooling system Water Water Water Water Water Water Water Water
FUEL Diesel Diesel Diesel Diesel Diesel Diesel Diesel Diesel
NUMBER AND DISPOSITION OF CYLINDERS 3 in line 4 in line 4 in line 6 in line 6 in line 6 in line 6 in line 6 in line
Displacement cc 3300 4400 4410 5990 6600 5990 6600 6600
Aspiration Turbocharged Turbocharged Turbocharged Turbocharged Turbocharged Turbocharged Turbo CAC Turbo CAC
STARTING SYSTEM/ELECTRIC CIRCUIT (Volt) Electric/12 Electric/12 Electric/12 Electric/12 Electric/12 Electric/12 Electric/12 Electric/12
Speed rpm 1500 1500 1500 1500 1500 1500 1500 1500
SPEED GOVERNOR Mechanical Mechanical Electronic Electronic Electronic Electronic Electronic Electronic
STAND BY POWER LTP kW 59,3 79,2 99,5 133,5 133 143 143,9 175,9
PRIME POWER PRP kW 53,8 71,9 90,1 120,9 119,5 129,3 129,4 158,8
Fuel consumption at 75% / 100% PRP  L /h 10,42/13,9 13,43/17,9 18,0/22,6 23,9/30,8 24,2/30,6 31,5/41,0 26,0/33,1 31,2/40,2
ALTERNATOR
Type Brushless Brushless Brushless Brushless Brushless Brushless Brushless Brushless
POLES 4 4 4 4 4 4 4 4
VOLTAGE REGULATION SYSTEM Electronic Electronic Electronic Electronic Electronic Electronic Electronic Electronic
OVERALL DIMENSIONS AND WEIGHT
Length mm 2200 2200 2200 2600 2600 2600 2600 2600
Width mm 1000 1000 1000 1000 1000 1000 1000 1000
Height mm 1743 1743 1743 1743 1743 1743 1743 1743
Weight Kg 909 964 1170 1417 1623 1451 1757 2030
Fuel tank capacity L 209 240 240 250 250 250 250 400
RUNNING TIME at 75% / 100% PRP h 20,0/15,0 18,1/13,6 13,3/10,6 10,5/8,1 10,2/8,1 7,9/6,1 9,6/7,5 12,8/9,9

STATIONARY RANGE / OPEN VERSION
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STATIONARY RANGE / OPEN VERSION

GENERATING SET GSW65I GSW80I GSW110I GSW145I GSW170I GSW220I
STAND BY POWER LTP kW/kVA 53,1/66,4 66,0/82,4 88,7/110,9 112,2/140,2 131,2/164,0 176,0/220,0 
PRIME POWER PRP kW/kVA 48,2/60,2 60,0/74,1 80,7/100,8 102,0/127,5 126,4/158,0 162,2/202,8 
VOLTAGE Volt / FREQUENCY Hz 400/50 400/50 400/50 400/50 400/50 400/50
PHASES 3 3 3 3 3 3
ENGINE
BRAND FPT FPT FPT FPT FPT FPT
MODEL NEF45SM1A NEF45SM2A NEF45TM2A NEF67SM1A NEF67TM3 NEF67TE2A
COOLING SYSTEM Water Water Water Water Water Water
FUEL Diesel Diesel Diesel Diesel Diesel Diesel
NUMBER AND DISPOSITION OF CYLINDERS 4 in line 4 in line 4 in line 6 in line 6 in line 6 in line
DISPLACEMENT cc 4500 4500 4500 6700 6700 6700
ASPIRATION Turbo Turbo Turbo CAC Turbo Turbo CAC Turbo CAC
STARTING SYSTEM / ELECTRIC CIRCUIT (Volt) Electric / 12 Electric / 12 Electric / 12 Electric / 12 Electric / 12 Electric / 12
SPEED rpm 1500 1500 1500 1500 1500 1500
SPEED GOVERNOR Mechanical Mechanical Mechanical Mechanical Mechanical Electronic
STAND BY POWER LTP kW 58,9 72,7 96,2 121,0 152,0 193,0
PRIME POWER PRP kW 53,3 66,1 87,5 110,0 137,7 175,0
Fuel consumption at 75% / 100% PRP L /h 10,3 / 13,7 12,8 / 17,2 16,3 / 22,1 21,5 / 28,2 27,1 / 35,6 33,5 / 44,0
ALTERNATOR
Type Brushless Brushless Brushless Brushless Brushless Brushless
POLES 4 4 4 4 4 4
VOLTAGE REGULATION SYSTEM Electronic Electronic Electronic Electronic Electronic Electronic
OVERALL DIMENSIONS AND WEIGHT
Length mm 2200 2200 2200 2600 2600 2600
Width mm 1000 1000 1000 1000 1000 1000
Height mm 1620 1743 1743 1700 1700 1700
Weight Kg 1123 1139 1310 1441 1505 1590
Fuel tank capacity L 248 248 248 248 248 248
RUNNING TIME at 75% / 100% PRP h 23,4 / 17,5 18,8 / 14,0 14,7 / 10,9 11,6 / 8,9 9,2 / 7,0 7,5 / 5,7
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