
STATIONARY RANGE

gSw HIGHER POWER series
MORE POWER IN TIME
These generators are designed to fulfill the increase 
of energy demand with high quality products for 
every kind of application, but at the same time 
to enjoy the economic/delivery benefits of a standard 
production.

GENERATING SET GSW815p GSW875p GSW1130p GSW1400p GSW1510p
STAND BY POWER LTP kW/kVA 660,9 / 826,2 699,0 / 874,0 917,8 / 1147,2 1119,0 / 1399,0 1209,9 / 1512,4
PRIME POWER PRP kW/kVA 601,0 / 751,3 646,0 / 807,0 835,4 / 1044,2 1013,0 / 1266,0 1100,7 / 1375,9
NOMINAL VOLTAGE Volt / FREQUENCY Hz 400 / 50 400 / 50 400 / 50 400 / 50 400 / 50
PHASES 3 3 3 3 3
ENGINE
BRAND Perkins Perkins Perkins Perkins Perkins
MODEL 4006-23 TAG2A 4006-23 TAG3A 4008TAG2A 4012-46TWG2A 4012-46TWG3A
STARTING SYSTEM / ELECTRIC CIRCUIT (Volt) Electric / 24 Electric / 24 Electric / 24 Electric / 24 Electric / 24
FUEL Diesel Diesel Diesel Diesel Diesel
NUMBER AND DISPOSITION OF CYLINDERS 6 in line 6 in line 8 in line 12 V angle 12 V angle
TOTAL DISPLACEMENT cc 22921 22921 30561 45842 45842
AIR INTAKE Turbocharged Intercooler Turbocharged CAC
SPEED rpm 1500 1500 1500 1500 1500
SPEED GOVERNOR Electronic Electronic Electronic Electronic Electronic
STAND BY POWER LTP kW 695 760 958 1166 1263
PRIME POWER PRP kW 632 679 872 1055 1149
FUEL CONSUMPTION at 75% / 100% PRP L/h 125 / 164 134 / 176 163 / 223 214 / 278 230 / 301
ALTERNATOR
TYPE Brushless Brushless Brushless Brushless Brushless
POLES 4 4 4 4 4
VOLTAGE REGULATION SYSTEM Electronic Electronic Electronic Electronic Electronic
OVERALL DIMENSIONS AND WEIGHT
LENGTH (OPEN SET - SOUNDPROOF) mm 4100 - 6541 4100 - 6541 4830 - 7900 4800 - 8500 4800 - 8500
WIDTH (OPEN SET - SOUNDPROOF) mm 2130 - 2171 2130 - 2171 2050 - 2470 2050 - 2470 2050 - 2470
HEIGHT (OPEN SET - SOUNDPROOF) mm 2218 - 2679 2218 - 2679 2460 - 2950 2460 - 2990 2660 - 2990
WEIGHT (OPEN SET - SOUNDPROOF) Kg 6200 - 8460 6210 - 8460 8170 - 10110 10290 - 12150 10290 - 13260 
FUEL TANK CAPACITY L 1000 1000 1000 1000 1000
RUNNING TIME at 75%/100% PRP h 8,0 / 6,1 7,5 / 5,7 6,1 / 4,5 4,7 / 3,6 4,3 / 3,3
NOISE PRESSURE LEVEL at 7 mt dB(A) - / 70 - / 70 - / 70 - / 70 - / 70

Lifting structure
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STATIONARY RANGE 

GENERATING SET GSW1650p GSW1780p GSW2025p GSW2266p GSW2520p
STAND BY POWER LTP kW/kVA 1296,0 / 1620,0 1424,0 / 1780,0 1636,4 / 2045,5 1814,0 / 2268,0 2016,0 / 2520,0
PRIME POWER PRP kW/kVA 1240,0 / 1550,0 1360,0 / 1700,0 1514,7 / 1893,4 1617,1 / 2021,4 1815,0 / 2269,0
NOMINAL VOLTAGE Volt / FREQUENCY Hz 400 / 50 400 / 50 400 / 50 400 / 50 400 / 50
PHASES 3 3 3 3 3
ENGINE
BRAND Perkins Perkins Perkins Perkins Perkins
MODEL 4012-46TAG2A 4012-46TAG3A 4016-61TRG1 4016-61TRG2 4016-61TRG3
STARTING SYSTEM / ELECTRIC CIRCUIT (Volt) Electric / 24 Electric / 24 Electric / 24 Electric / 24 Electric / 24
FUEL Diesel Diesel Diesel Diesel Diesel
NUMBER AND DISPOSITION OF CYLINDERS 12 V angle 12 V angle 16 V angle 16 V angle 16 V angle
TOTAL DISPLACEMENT cc 45842 45842 61123 61123 61123
AIR INTAKE Turbocharged CAC
SPEED rpm 1500 1500 1500 1500 1500
SPEED GOVERNOR Electronic Electronic Electronic Electronic Electronic
STAND BY POWER LTP kW 1417 1579 1694 1885 2083
PRIME POWER PRP kW 1289 1436 1568 1674 1875
FUEL CONSUMPTION at 75% / 100% PRP L/h 241 / 317 275 / 366 312 / 394 332 / 433 358 / 482
ALTERNATOR
TYPE Brushless Brushless Brushless Brushless Brushless
POLES 4 4 4 4 4
VOLTAGE REGULATION SYSTEM Electronic Electronic Electronic Electronic Electronic
OVERALL DIMENSIONS AND WEIGHT
LENGTH (OPEN SET - SOUNDPROOF) mm 4970 - 8500 5620 - 12190 5620 - 12190 5620 - 12190 5620 - 12190
WIDTH (OPEN SET - SOUNDPROOF) mm 2050 - 2470 2200 - 2438 2280 - 2438 2280 - 2438 2280 - 2438
HEIGHT (OPEN SET - SOUNDPROOF) mm 2660 - 2990 2960 - 2896 3520 - 2896 3520 - 2896 3520 - 2896
WEIGHT (OPEN SET - SOUNDPROOF) Kg 11320 - 13560 14140 - TBD 14588 - TBD 14902 - TBD 14910 - TBD
FUEL TANK CAPACITY L 1000 1000 1000 1000 1000
RUNNING TIME at 75%/100% PRP h 4,2 / 3,2 3,2 / 2,5 3,4 / 2,6 3,0 / 2,3 2,8 / 2,1
NOISE PRESSURE LEVEL at 7 mt dB(A) - / 70 - / 70 - / on request - / on request - / on request 



Testing room

STATIONARY RANGE

(*) Dimensions and weights without radiator

gSw HIGHER POWER series
MORE POWER IN TIME
These generators are designed to fulfill the increase of energy demand with high quality products
for every kind of application, but at the same time  to enjoy the economic/delivery benefits of a standard production. 

GENERATING SET GSW870m GSW1000m GSW1120m GSW1260m GSW1500M
STAND BY POWER LTP kW/kVA 697,0 / 871,0 808,0 / 1010,0 895,7 / 1119,7 1009,9 / 1262,4 1216,0 / 1520,0
PRIME POWER PRP kW/kVA 631,0 / 788,0 731,0 / 913,0 810,0 / 1013,0 913,9 / 1142,4 1176,0 / 1470,0
NOMINAL VOLTAGE Volt / FREQUENCY Hz 400 / 50 400 / 50 400 / 50 400 / 50 400 / 50
PHASES 3 3 3 3 3
ENGINE
BRAND Mtu MTU MTU MTU MTU
MODEL 12V2000G65 16V2000G25 16V2000G65 18V2000G65 12V4000G23R
STARTING SYSTEM / ELECTRIC CIRCUIT (Volt) Electric / 24 Electric / 24 Electric / 24 Electric / 24 Electric / 24
FUEL Diesel Diesel Diesel Diesel Diesel
NUMBER AND DISPOSITION OF CYLINDERS 12 V angle 16 V angle 16 V angle 18 V angle 12 V angle
TOTAL DISPLACEMENT cc 23880 31840 31840 35820 57199
AIR INTAKE Turbocharged intercooler
SPEED rpm 1500 1500 1500 1500 1500
SPEED GOVERNOR Electronic Electronic Electronic Electronic Electronic
STAND BY POWER LTP kW 733 733 935 1052 1285
PRIME POWER PRP kW 663 633 846 952 1165
FUEL CONSUMPTION at 75% / 100% PRP L/h 128 / 167 145 / 191 158 / 210 211 / 272 223 / 285
ALTERNATOR
TYPE Brushless Brushless Brushless Brushless Brushless
POLES 4 4 4 4 4
VOLTAGE REGULATION SYSTEM Electronic Electronic Electronic Electronic Electronic
OVERALL DIMENSIONS AND WEIGHT
LENGTH (OPEN SET - SOUNDPROOF) mm 4100 - 6541 4226 - 6541 4226 - 6541 4720 - 8500 5300 - 12190
WIDTH (OPEN SET - SOUNDPROOF) mm 2130 - 2171 2130 - 2171 2130 - 2171 1900 - 2470 2000 - 2438
HEIGHT (OPEN SET - SOUNDPROOF) mm 2294 - 2679 2295 - 2679 2295 - 2679 2560 - 2990 2500 - 2896
WEIGHT (OPEN SET - SOUNDPROOF) Kg 6200 - 8460 6950 - 9810 7150 - 10020 7840 - 10820 11590 - TBD
FUEL TANK CAPACITY L 1000 1000 1000 1000 1000
RUNNING TIME at 75%/100% PRP h 7,8 / 6,0 6,9 / 5,2 6,3 / 4,8 4,7 / 3,7 4,5 / 3,5
NOISE PRESSURE LEVEL at 7 mt dB(A) - / 75 - / 75 - / 75 - / 75 - / 75
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STATIONARY RANGE 

GENERATING SET GSW1770M GSW2040M GSW2270M GSW2600M
STAND BY POWER LTP kW/kVA 1424,0 / 1780,0 1635,4 / 2044,3 1814,0 / 2268,0 2044,4 / 2555,5
PRIME POWER PRP kW/kVA 1328,9 / 1661,2 1482,8 / 1835,5 1689,0 / 2111,0 1853,7 / 2317,2
NOMINAL VOLTAGE Volt / FREQUENCY Hz 400 / 50 400 / 50 400 / 50 400 / 50
PHASES 3 3 3 3
ENGINE
BRAND MTU MTU MTU MTU
MODEL 12V4000G23 12V4000G63 16V4000G23 16V4000G63
STARTING SYSTEM / ELECTRIC CIRCUIT (Volt) Electric / 24 Electric / 24 Electric / 24 Electric / 24
FUEL Diesel Diesel Diesel Diesel
NUMBER AND DISPOSITION OF CYLINDERS 12 V angle 12 V angle 16 V angle 16 V angle
TOTAL DISPLACEMENT cc 57199 57200 76300 76300
AIR INTAKE Turbocharged intercooler
SPEED rpm 1500 1500 1500 1500
SPEED GOVERNOR Electronic Electronic Electronic Electronic
STAND BY POWER LTP kW 1522 1693 1928 2112
PRIME POWER PRP kW 1380 1535 1748 1915
FUEL CONSUMPTION at 75% / 100% PRP L/h 249 / 320 275 / 362 315 / 411 341 / 447
ALTERNATOR
TYPE Brushless Brushless Brushless Brushless
POLES 4 4 4 4
VOLTAGE REGULATION SYSTEM Electronic Electronic Electronic Electronic
OVERALL DIMENSIONS AND WEIGHT
LENGTH (OPEN SET - SOUNDPROOF) mm 5300 - 12190 5300 - 12190 6100 - 12190 6100 - 12190
WIDTH (OPEN SET - SOUNDPROOF) mm 2000 - 2438 2000 - 2438 2300 - 2438 2300 - 2438
HEIGHT (OPEN SET - SOUNDPROOF) mm 2500 - 2896 2500 - 2896 2790 - 2896 2790 - 2896
WEIGHT (OPEN SET - SOUNDPROOF) Kg 12150 - TBD 12430 - TBD 15620 - TBD 15900 - TBD
FUEL TANK CAPACITY L 1000 1000 1000 1000
RUNNING TIME at 75%/100% PRP h 4,0 / 3,1 3,6 / 2,8 3,2 / 2,4 2,9 / 2,2
NOISE PRESSURE LEVEL at 7 mt dB(A) - / 75 - / 75 - / 75 - / 75


