
PORTABLE Range / Power equipment

w series / PW serieS
MECHANIC WELDING REGULATION
Direct and Gearbox Transmission

WELDER GENERATORS W220

WELDING PARAMETERS
Welding current A  40-220
Min/max welding VOLTAGE  21,6/28,8
Welding service at 60% A  170
MAX DIAMETER OF ELECTRODE
Rutile mm  5
Basic mm  5
Cellulose mm  5
THREE PHASE
POWER (LTP) kW/kVA 5,5/6,1
POWER (COP) kVA 5,2
SINGLE PHASE 
POWER (LTP) kW/kVA 2,4/2,7
POWER (COP) kVA 2,3
POWER SPECIFICATIONS
VOLTAGE Volt  400/230  
Frequency Hz  50  
Power Factor cosФ 0,8/0,9
ENGINE
BRAND Honda
MODEL GX390
FUEL Petrol
Displacement cc  389
SPEED rpm 3000
Cylinder 1 inclined
Cooling system Air
STARTING SYSTEM Recoil
CONSUMPTION
Consumption at 75% of load L/h  2,2
Tank capacity L  6,1
Running time at 75% of load h  2,8
NOISE EMISSION
Noise level LWA dB(A)  97
Acoustic pressure at 7 m dB(A)  72
DIMENSIONS AND WEIGHT
Length mm  875
Width mm  620
Height mm  600
Weight (dry) Kg  80
Socket Type

1 x SCHUKO
1 x 400V 16A

ALTERNATOR AND SOCKET PROTECTION
Electric protection IP 23  
Socket protection IP 44  

HIGH PRESSURE WASHERS  PW240  PW3000

PUMP
Max pressure bar/psi 240/3500 200/2900
Flow L/min 12,5  15,0
SPEED rpm 3400 1450
ENGINE
BRAND Honda Yanmar
MODEL GX390 L100N
FUEL Petrol Diesel
Displacement cc 389 435
Cylinder 1 inclined 1 vertical
Cooling system Air  Air  
STARTING SYSTEM / ELECTRIC CIRCUIT (12 Volt) Recoil Electric
CONSUMPTION
Consumption at 75% of load L/h 2,0 1,5
Tank capacity L 6,1 5,4
Running time at 75% of load h 3,0 3,6
NOISE EMISSION
Noise level LWA dB(A) 103 108
Acoustic pressure at 7 m dB(A) 78 83
DIMENSION AND WEIGHT
Length mm 951 1040
Width mm 765 590
Height mm 655 790
Weight (dry) Kg 68 117
STANDARD EQUIPMENT, OPTIONS AND ACCESSORIES (x: Standard, o: Optional)
Oil guard system x
2:1 gear box x 
Direct drive x
Chemical injection x x
Pressure hose x x
Suction hose with strainer x 
Inline filter x x

COP  Continuous Power  -  LTP  Maximum Power


